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From the beginning the motorsport market has been quick to adopt Lazer products, with some of the biggest 
names in racing using the lights from an early stage. In the first year of production, the Lazer products had 
been nominated for three awards within the field of international motorsport, including ‘Most Innovative New 
Motorsport product 2012’. Lazer Triple-R picks up another award at this year's Professional MotorSport 
World Expo in Cologne. "Motorsport Technology of the Year 2015" for its unique reflector system and E-
Boost innovation.  
Further testament to the performance of the products came when one of the most successful rally & race car 
builders “M-Sport” replaced 4x PIAA HID spot lights with two Lazer units. With cars travelling at upwards of 
160kmh on gravel roads, there can be no compromise on lighting, while the reduced number of lamps 
delivered weight and aerodynamic improvements.  
 

 

 
Aston Martin started to use the Lazer lights on their factory race cars from early 2013, while at the Barcelona 
24 hour race later that season, a large proportion of the field were running the Lazer lights. 
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TRIPLE-R 750 . Designed around the requirements of the track and rally racing 
sectors, and through an uncompromising commitment to using the best quality 
components and manufacturing processes, the Triple-R 750 delivers staggering 
performance for such a small unit.Achieving 1 lux at 432m, the Triple-R 750 
delivers on performance through a combination of the latest LED technology, 
vacuum metallised hooded reflectors (with 100% light utilisation), a CAE 
optimised heatsink, and electronic thermal management system which ensures 
light output is optimised at all times. Comprising a 'spot' beam pattern, the light 
achieves 17m 1lux spread at 225m. The unique styling of the Triple-R range 
alongside a fully aluminium enclosure, gore-tex breather membrane, and virtually 
unbreakable polycarbonate lens cover, means the Triple-R 750 will look good in 
even the toughest of environments. IP67 Watertight and 5 year warranty. 
Unbreakable’ polycarbonate lens and Lazer Lamps Comes as standard with 
70cm cable, including pre-wired male & female connectors.  Voltage Range9-32V 
; LED Life50,000 hoursOptical ; Efficiency92% ;Weight 780gr ; HIGH BEAM 
FUNCTION Total  ; Luminous Flux3600Lm ; Number of High Output LEDs 4 ; 
Power Consumption 45 Watts ; Current Draw (at 14.4V )3.1 Amps ;  
DIMENSIONS:  Width 220mm Depth 103mm Height 73mm. PHOTOMETRIC 
DATA: 0.25 lx Line 865 metres , 0.5 lx Line 612 metres , 1 lx Line 432 metres , 3 
lx Line250 metres 

 

TRIPLE-R 750 ELITE . Designed specifically for the track and rally racing sectors, 
through the latest LED and patented design technologies, the Triple-R 750 Elite 
gives drivers the confidence to drive faster, and more safely, than ever before in 
low light and night race conditions. So called because the 0.25lux line extends 
750m+, everything about the light is geared towards maximising light output or 
reducing weight. Utilising LED’s with 20% more lumens output than standard 
Lazer lights (ST and RS range), vacuum metallised ‘hooded’ reflectors deliver a 
spot beam pattern with a 20m 1lux spread at 250m, surpassing the most 
advanced HID systems. Recognising the importance of effective thermal 
management, the Triple-R Elite series introduces a ‘Charged Air Cooling 
System™’ whereby cold air is channelled, via a gore-tex breather membrane, 
over the internal circuitry to assist cooling. Alongside a CAE optimised heatsink, 
and Lazer’s electronic thermal management system, the Triple-R’s light output is 
always maximised. 
In keeping with the uncompromising requirements of the professional motorsport 
sector, the Triple-R Elite series comprises magnesium body components, 
providing a 33% weight saving versus the equivalent aluminium parts.  High 
output LED’s (+20% compared to standard Triple-R lamps). Triple-R Charged Air 
Cooling System™ , Lightweight magnesium components , CAE optimised 
heatsink , Electronic thermal management system , ‘Unbreakable’ polycarbonate 
lens , IP67 Watertight, 5 year warranty Comes as standard with 70cm cable, 

including pre-wired male & female connectors. Voltage Range 9-32VLED ; Life50,000 

hours ; Optical Efficiency 92% ; Weight720 gr ; Total Luminous Flux4320 Lm ; Number of 

High Output LEDs 4 ; Power Consumption 46  Watts ; Current Draw (at 14.4V) 3.2 Amps ;  

DIMENSIONS Width 220 mm ; Depth103 mm ; Height73 mm ; PHOTOMETRIC DATA 0.25 

lx  Line 947 metres ; 0.5 lx  Line 670 metres ; 1 lx Line 474 metres ; 3 lx Line 273 metres 

 

TRIPLE-R 1000  Standard features world-first E-BOOST technology, a patent 
pending innovation from Lazer which, via contactless technology contained within 
the BOOST CAP, gives the lamp dual output to be both compliant with ECE 
lighting regulations, plus additional output when being used off road or at a motor 
sport event. In road legal mode, the lamp is running at 60% of it’s output capacity, 
switching to 100% output when the boost cap is fitted to the side of the lamp. 
Designed around the requirements of the track and rally racing sectors, and 
through an uncompromising commitment to using the best quality components 
and manufacturing processes, the Triple-R 1000 delivers a phenomenal amount 
of illumination for night-time driving. With the boost cap fitted, the light achieves 1 
lux at 607m. The Triple-R 1000 delivers on performance through a combination of 
the latest LED technology, vacuum metallised hooded reflectors (with 100% light 
utilisation), a CAE optimised heatsink, and electronic thermal management 
system which ensures light output is optimised at all times. Comprising a 'spot' 
beam pattern, the light achieves 35m 1lux spread at 350m. The unique styling of 
the Triple-R range alongside a fully aluminium enclosure, gore-tex breather 
membrane, and virtually unbreakable polycarbonate lens cover, means the Triple-
R 1000 will look good in even the toughest of environments. IP67 Watertight and 
5 year warranty.  LED Life 50,000 hours;  Optical Efficiency 92% ; Weight 1420 
gr; total Luminous Flux 7200 Lm; Number of High Output LEDs 8;  Power 
Consumption 90 Watts; Current Draw (at 14.4V) 6.25 Amps;  DIMENSIONS 
Width 400 mm; Depth 103 mm ; Height 73 mm;  PHOTOMETRIC DATA 0.25 lx 
Line 1214 metres;  0.5 lx Line 858 metres ;  1 lx Line 607 metres;  3 lx Line 350 
metre 

 

The TRIPLE-R 1000 ELITE delivers long range illumination unlike any other 
lighting solution. the 0.25lux line extends 1000m+, everything about the light is 
geared towards maximising light output or reducing weight. Utilising LED’s with 
20% more lumens output than standard Lazer lights (ST and RS range), vacuum 
metallised ‘hooded’ reflectors deliver a spot beam pattern with a 40m 1lux spread 
at 375m, surpassing the most advanced HID systems. Recognising the 
importance of effective thermal management, the Triple-R Elite series introduces 
a ‘Charged Air Cooling System™’ whereby cold air is channelled, via a gore-tex 
breather membrane, over the internal circuitry to assist cooling. Alongside a CAE 
optimised heatsink, and Lazer’s electronic thermal management system, the 
Triple-R’s light output is always maximised. In keeping with the uncompromising 
requirements of the professional motorsport sector, the Triple-R Elite series 
comprises magnesium body components, providing a 33% weight saving versus 
the equivalent aluminium parts. High output LED’s (+20% compared to standard 
Triple-R lamps) Triple-R Charged Air Cooling System™ and Lightweight 
magnesium components. IP67 Watertight. Spec.: Voltage Range 9-32V; LED Life 
50,000 hours ; Optical Efficiency 92%;  Weight 350 gr;  Total Luminous Flux 8640 
Lm ; Number of High Output LEDs 8 ; Power Consumption 92 Watts ; Current 
Draw (at 14.4V) 6.4 Amps; DIMENSIONS Width 400 mm;  Depth 103 mm ; 
Height 73 mm. PHOTOMETRIC DATA 0.25 lx Line 1330 metres; 0.5 lx Line 940 
metres ; 1 lx Line 665 metres; 3 lx Line 384 metres. 
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ST-4 HYBRID BEAM LED SPOTLIGHT  The ST-4 is our most versatile 
lamp. For such a compact and low profile design the ST4 certainly 
delivers on performance - 1 lux @ 243m. Used extensively within the 
Motorsport and Off-Road sector, as well as for commercial applications, 
the ST range is also fully approved to SAE and ECE regulations as a 
Driving beam headlamp. Light is dispersed in a combination spot/flood 
beam pattern. With a fully aluminium enclosure, gore-tex breather 
membrane, thermal management and a virtually unbreakable 
Polycarbonate lens plus Hardcoat, the ST-4 is a world class high 
performance lighting product, that is built to last. The LEDs used with the 
lamps are from a world leader in LED technology, and symbolic of all 
components, they have been designed and sourced with an 
uncompromising commitment to quality and performance. 
Intelligent current control (soft start ramping), and Pulse Width 
Modulation deliver extreme luminosity and durability. 
Fully ECE Approved for Road use,  5 Year Warranty,  Designed & 
manufactured in Britain,  Electronic Thermal Management , Fully 
Aluminium body,  Virtually unbreakable polycarbonate lens with hardcoat 
lacquer,  IP67 Watertight,  available colours: Black and Titanium. Comes 
as standard with 70cm cable, including pre-wired male & female 
connectors. 
Supplied mount can also be placed above the unit for top mounting 
E-Mark Ref7.5 ;Voltage Range 9-32V; LED Life 50,000 hours;  Optical 
Efficiency 88%; Weight 800 gr 
; HIGH BEAM FUNCTION ; Total Luminous Flux 3472 Lm; Number of 
High Output LEDs 4 ;Power Consumption 43 Watts Current Draw (at 
14.4V) 3 Amps 
CERTIFICATION High Beam ECE R112 
DIMENSIONS width 200 mm; Depth 84 mm; Height 72 mm 
PHOTOMETRIC DATA 0.25 lx Line 485 metres 
; 0.5 lx Line 343 metres; 1 lx Line 243 metres ;  3 lx Line 140 metres 

 

ST-8 HYBRID BEAM LED SPOTLIGHT The ST-8 produces 1 lux @ 
331m and is tuned to have a combination spot/flood beam pattern, for 
good distance illumination with greater visibility at the side of the 
road/track. With a fully aluminium enclosure, gore-tex breather 
membrane, thermal management and a virtually unbreakable 
Polycarbonate lens plus Hardcoat, the ST-8 is a world class high 
performance lighting product, that is built to last. The LEDs used within 
the lamp are sourced from leading manufacturers, with 50,000+ hours 
run time, symbolic of all components which have been designed and 
sourced with an uncompromising commitment to quality and 
performance. Intelligent current control (soft start ramping), and Pulse 
Width Modulation deliver extreme luminosity and durability. Fully ECE 
Approved for Road use; 3 Year Warranty;Designed & manufactured in 
Britain ; Electronic Thermal Management; Fully Aluminium body; Virtually 
unbreakable polycarbonate lens with hardcoat lacquer; IP67 Watertight; 
Available colours: Black and Titanium;Comes as standard with 70cm 
cable, including pre-wired male & female connectors.; Vehicle wiring kits 
available as option parts; Supplied mount can also be placed above the 
unit for top mounting. 
E-Mark Ref 12.5; Voltage Range 9-32V ;LED Life 50,000 hours;Optical 
Efficiency 88% ;Weight 1380 gr ; HIGH BEAM FUNCTION;Total 
Luminous Flux 6944 Lm; nummber of High Output LEDs 8;Power 
Consumption 86 Watts; Current Draw (at 14.4V) 6 
Amps;CERTIFICATION High Beam ECE R112; DIMENSIONS Width 
360 mm ;Depth 84 mm; Height 72 mm;  
PHOTOMETRIC DATA 0.25 lx Line 662 metres; 0.5 lx Line 468 metres; 
1 lx Line 331 metres; 3 lx Line 191 metres. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 



 
  

Mounting Kits 
 

 

CENTRE MOUNTING KIT Newly improved centre mounting 
bracket includes A2 stainless steel hardware combined with 
extremely tough PA66 GF30 (glass filled nylon) ruggedised mounts. 
Mounts can be fitted above or below lights using M5 grub screws to 
locate within the lamp mounting channels. Bracket orientation can 
be reversed in order to push the light further forward/backwards 
relative to the vehicle mounting point. 
For use with all Lazer high performance LED lights. 
A2 Stainless Steel hardware 
Uses PA66 GF30 (glass filled nylon) material 
Suitable for mounting above or below lamps 
Fully adjustable - reversable bracket orientation 

 

SIDE MOUNTING KIT Utilising high quality 304 stainless steel 
pressed and embossed with Lazer branding, the latest side 
brackets from Lazer offer complete versatility and mounting 
flexibility, combined with sleek styling. A2 stainless steel hardware 
included. Bracket orientation can be altered in order to raise/lower 
the light <3cm relative to the vehicle mounting point. 
For use with all Lazer high performance LED lights. 
304 Stainless Steel 
Pressed and embossed with Lazer branding 
A2 stainless steel hardware included 
Fully adjustable allowing for lamps to be raised/lowered <3cm 

 

ANTI-THEFT KIT Our anti-theft kit offers customers the peace of 
mind of fixing their products with additional protection against theft. 
The A2 grade stainless steel security screw kit is specifically 
designed and recommended for use with Lazer Centre Mounting Kit 
(1114k) and/or Side Mounting Kit (1118k). 
Supplied complete with unique locking keys. 
A2 grade stainless steel 
Unique locking keys 
For use with Lazer Centre or Side Mounting Kits  

 

BOOMER SINGLE Recently re-designed to provide additional 
support, flexibility, and weight savings, the Boomer Single is a 
revolutionary lightweight frame which, when combined with either 
Triple-R 1000 or ST-8 lights, gives outstanding illumination for track 
motorsport and rallying. The design (patent pending) was 
developed in order to provide quick fit and release options, 
combined with four way adjustment of lighting direction, for fitment 
to any vehicle. 
The Boomer kit when combined with either Triple-R 1000 or ST-8 
lights, provides a lightweight auxiliary light mounting system which 
surpasses traditional lamp pods both in regards weight savings and 
reduced drag coefficient. For easy wiring there is a two lamp 
harness wiring kit available (8225-12V-SP) separately for simple 
connection to the vehicle electrical system. 
Universal light mounting frame 
Suitable for: 2x Triple-R 1000 or 2x ST8 
4 way adjustable light direction 
Design to fit any vehicle 
Machined & anodised billet Aluminium 
Fully adjustable stainless steel struts 
Design and Invention patents pending 

 
 
 

 


